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SOLID CORE FLUSH VENEERED DOORS 


WHY PENWOOD DOORS 
ARE SUPERIOR . . . 



for the best 


religious 



• thickness 

1 %" and 1 other thicknesses 
by request. 

• stiles 

All doors supplied with Pine 
stiles. Matching stiles supplied 
upon request. 

• rails 

Top and bottom rails 1 pine. 

• cores 

Random length vertical wood 
staves, glued and permanently 
press-bonded together to make 
up a solid mass core of excep¬ 
tional dimensional stability. 

• crossbands 

CrOssbanding of a thickness com¬ 
plimentary to the face veneer. 

• faces 

Face veneer assembled with the 
grain running vertically at right 
angles to the grain of the cross¬ 
banding. l/g" birch, oak and pine 
veneers available upon request. 

• sanding 

Faces on all Penwood doors are 
smoothly sanded. 

• adhesive 

Glue throughout conforms to 
Commercial Standard 171-50 ex¬ 
terior or interior as required. 
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BUILT TO EQUAL OR EXCEED THE 
REQUIREMENTS OF COMMERCIAL 
STANDARD 171-50 


n contemporary architecture . . . 


institutional 
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residential 


SPLICEDWOOD CORPORATION 


PENOKEE VFNFFR TOMPAMY 























































































































































TWO YEAR GUARANTEE 
PENWOOD SOLID CORE DOORS 

All Penwood Doors are guaranteed by the Splicedwood Corporation as set forth in the 
provisions of the Standard Warranty of the National Woodwork Manufacturers Associ¬ 
ation to be of good manufacture and to be free from defects which render them un¬ 
serviceable or unfit for the use for which they were manufactured. Natural variations in 
the color or texture of the wood will not be considered defects. 

Doors must be accorded reasonable treatment by the purchaser. Doors must be hung or 
stored in fully dried buildings and not in damp, moist or freshly plastered areas or 
subjected to abnormal heat, dryness or humidity. The structural strength of the door must 
not be impaired in the fitting of the door, the application of hardware, or cutting and 
altering the door for lights, louvres, panels and other details. Immediately after fitting, 
the entire door including top and bottom edges must be painted, varnished or sealed to 
prevent undue absorption of moisture. We will not assume responsibility for doors which 
become defective because of failure to follow the above recommendations. 

A warp or twist not to exceed will not be considered a defect. 

Doors must be inspected upon arrival for visible defects and all claims or complaints based 
thereon must be filed immediately and before the doors are hung and before the first coat 
of painter’s finish is applied. 

The manufacturer agrees to repair or replace in the white, unfitted, and without charge, 
any door found to be defective within the meaning of this guarantee. 

Doors must not be repaired or replaced without first obtaining the consent of the manu¬ 
facturer. 
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HARDWOOD PLYWOOD CATALOG 

For custom built architectural hardwood plywoods refer to the 
Penwood catalog in Sweet’s Architectural File for I960 (5b/Sp). 


PERSONAL SALES REPRESENTATIVES 


TO ASSIST YOU 


Illinois, Chicago 

Charles E. Close 

Architectural & Industrial Hardwood Plywoods 
600 S. Michigan Avenue 

Michigan, Grand Rapids 

Burt Hathaway, 1330 Ballard S. East 


New York, Jamestown 

Clayton A. Rugg 

Clayton A. Rugg Veneers, 24 Windsor Street 
Phone 3831 


New York, Mount Vernon 

Jere Stoller, 9 West Prospect Ave. 

New York, New York 

Phil Carver 

American Wood Products Sales Co. 
Box 104, Bayside 61, NYC 
Phone Bayside 5-5300 

Ohio, University Heights 

Dave Carter 

George Bechhold 

Beckwood Company, 2624 Eaton 


Oklahoma, Tulsa 

G. U. A. Baird, c/o Tulsa Hotel 
Phone Cherry 2-4301 

Wisconsin, Mellen 

James W. Saunders 

Roy Neibauer 

Clayton H. Landry 

Telephone 4-2511, Teletype 8827 
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